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Description


A 125 micron  white, uncoated board , laminated with a thin clear film to a 90 gram unsiliconised glassine  liner using a “flexi-peel” adhesive. 


Application


This product has been designed to allow the top surface to be printed and die cut into complex shapes such as  bottle collarettes and be removed from the roll adhesive free. This allows the finished  tag  to be automatically applied at higher speed than hand application would allow.This product can also be used for the manufacture of personalised  passes which incorporate a protective filmic layer Also used for desk top printed  entrance tickets ,ski tickets and  identification passes.





Our Receptive Flexi Peel product will allow the introduction of any  2 side printed tag , RFID  or  hologram into a roll fed  ticket stock.





Printing


Graphic print may be applied by a wide variety of techniques, including letterpress, flexographic, screen and litho process. Suitable for thermal transfer printing with many printer / ribbon combinations.








The above technical information, statements and recommendations are based upon tests believed to be reliable but do not constitute a guarantee or warranty. All Smith & McLaurin products are warranted to be free of defects in material or workmanship for a period of one year from date of shipment. In no way will Smith & McLaurin be responsible for claims beyond the replacement value of the defective product or in any way liable or responsible for consequential or incidental damage.





No express warranties and no implied warranties, whether of merchantability or fitness for any particular use, or otherwise, except as set forth above (which is made expressly in lieu of all other warranties) shall apply to products sold by Smith & McLaurin. Smith & McLaurin specifically disclaims and excludes all other such warranties. No waiver, alteration, addition or modification of the foregoing conditions shall be valid unless made in writing and signed by a director of �Smith & McLaurin.
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Total�
   Unit�
Typical


Value�
Test


Method�
�
Substance


�
GSM�
240 ± 10%�
TAPPI  410�
�
Caliper


�
Micron�
230 ± 15%�
TAPPI  411�
�












